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Poweered by Android TV
Evolution Digital continues to innovate with new solutions for pay-TV
operators, Introducing EVO PRO, powered by Andraid TV™. Now operators
have a choice for providing a stunning, graphic-rich interactive viewing
experience for their custamers. EVO PRO is designed to deliver superior 4K
Litra-HD resolution with four times greater image resolution than standard
1080P HD images, The streaming box also provides simplified whole-home
video distribution through its integrated 802.11b/g/n/ac Wi-Fi client with 2x2
antenna configuration.

EVD PRO is a bandwidth-saver by utilizing HEVC/H. 265 and VP9, With its sleek
and innovative design, EVO PRO wses the latest technology to reduce power
consumption while incregsing processing capability, EVO PRD also uses a Type
C connector for an external tuner, 50 the device could be sold as a hybrid
offering with an external ATSC tuner.

Evolution Digital's EVO PRO features a simplified user experience with version
10 “Q° of Android TV, providing access to popular streaming apps through the
Google Play Store, Evolution Digital's eDM™ 5235 platform enables full
administration, control, diagnostics and monitoring for EVO PRO devices,

FEATURES & BENEFITS

* Delivery of superior 4KHDR,
VP8, Ultra-HD content; HEVC/
H.265

* Integrated Wi-Fi 2x2 802,110/
ginfac

+ Certified with the latest version
of Android TV Operating
Software (10)

+ Access to popular streaming
apps through the Google Play
Store

* Low power consumplion
standby
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EVO PRO Specifications

HARDWARE PLATFORM POWER
Chipset Ambogic S005%2 DC Input Range | 5v/2.0A
RAaM ZGE DDR3 Paswier
, i 10 W
Flash eMME BGR Consumption Macdmum 10
INTERFACE
NETWORK UsSE Micro S0, 1x USE 3,0, 1x USB 2.0
) BOZ11 bpindac 246456 MIMO XT2R
Wi-Fi Broadcom Wi-Fi
Bluctooth | Bluetooth 5.0 ::“5“'“ Ty ————
s0C Broadcom APG398SR3 > 10-Digh Blueiod
Users Manual | English
NIDED DL Adaptor 1 PCS DC SWR2.0M Adaptor
A
MPEG1 | HDMI | HOM 2.1 Cabile
MPEG2 MP/HL PHYSICAL FEATURES
Video MPEG4 ASP@I5 Operating
OrC=40rC
Codecs H.265 HEVC MP-10@L5.1 Temperature
Storage
H.264 HPELS.1 Temparatre |1 O"C-65°C
Y ] Gipe [WxDsH)
; 11511
3840021 60p @ 60 Mz in mm i
Video 1920010800 & 60 Hz Bluetaath Enabled
Resolution Supports Google ASSISLant Voice Scarch
b ol EVO PRO 10-Digit Remote
7I0x576p @ 60 Hz
THSTRI@ B0 H SIEERE
R — Dolby Dighal/Digial Plus, MS12v1, HDM), FlayReady,
Video Format  [HDR10/10+, HLG, Dolby Vision licensed HOCP2.2. MPEGA, H.265/HEVC, H.264/AVC, HEVC
Video Qutput  |HDMI 2.1, HDCP2.2 Advanced, AAC, Dolby Vision
Aspect Ratio | Autg, Full screen
AUDID
MPEG1MPEG2 Auhio Layer2, MPEG1/MPEGZ
Audio Audio Layer3 (MP3), AAC, WA, RM, FLAC,
Decoding Ogg, Dolby DigitalDigital Plus, MS12v1, DTS
(pass through), Dolby Atmos (pass through)
Audio mode ManolSteren/LefuRight
AN valines arg iypecal Lnkess noled oIRerwvesr, SPeaiemlonns arg suliect Fo changa witholn modie s bon
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